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DESCRIPTION
 

Impact wrench 1", long high-speed, aluminium series

ULTRA POWERFULWith this special impact system (cage hammer) you at last have the power and speed (2,600 rpm) at your

disposal to allow you to easily cope with work on parts that are complicated to loosen.This is the most powerful and robust

wrench in our 1" impact wrench range.It is ideal for large-scale jobs and can also be used for applications on HGV tyres, heavy

equipment and buses. 8" long shaft.Four power settings for more practical use.Double impact system (cage

hammer).Reinforced motor casing. Progressive trigger. Reversal system in the same access zone as the trigger for added

convenience.

STANDARDS / DIRECTIVES
 

2006/95/CE, ISO 11148-6, ISO 15744, ISO 28927-2
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SPECIFIC DATA
 

   Designation    ALUMINIUM SERIES HIGH-POWER IMPACT WRENCH 1"

   Sales reference    1182

   L (mm)    630

   Weight (g)    18300

   l (mm)    120

   H (mm)    160

   drive square    1"

   Rotation speed (rpm)    2600

   Noise level (dBa)    16

   C mm    105

   C min mm    6.2

   C mm    630

   Maximum input torque Nm    1/2"

   Guarantee    3400

Guarantee applied

M1 | SAM Equipment and Machine Guarantee:
Guarantee for a limited period, covering technical tools, devices and machines used under normal conditions. The length is given by the
number after the letter M: 1 to 5 years

>> Find out more
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