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DESCRIPTION
 

Adjustable straight screwing tool 1/4", 1,800 rpm

HIGH-PERFORMANCE

With its speed of up to 1,800 rpm you will be able to work in great comfort from 1,500 rpm for self-drilling, self-tapping screws.

RELIABLE

The positioning of the ball bearings along with the different spring tensions ensures very high levels of tool reliability even at

high speed. This level of quality is not often found on the market.

Power screwdriver with 'adjustable' clutch, 1800 rpm.

Aluminium clutch casing. Aluminium motor casing.

Rear exhaust. Built-in silencer.

Clutch spring adjustable from the outside.

Its low noise level offers great operator comfort.

Suspension ring. Reversing with just one hand.

STANDARDS / DIRECTIVES
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2006/42/CE, ISO 11148-6, ISO 15744, ISO 28927-2

SPECIFIC DATA
 

   Designation    STRAIGHT ADJUSTABLE SCREWING TOOL 1/4'' 1800 RPM

   Sales reference    1760P

   L (mm)    272

   Weight (g)    1330

   l (mm)    45

   H (mm)    45

   Rotation speed (rpm)    1/4

   Noise level (dBa)    1800

   C mm    2,5

   C min mm    80

   C mm    6.5

   Maximum input torque Nm    280

   Guarantee    1/4"

Guarantee applied

M1 | SAM Equipment and Machine Guarantee:
Guarantee for a limited period, covering technical tools, devices and machines used under normal conditions. The length is given by the
number after the letter M: 1 to 5 years

>> Find out more
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