
Electronic torquemeters for the

workshop

CM-70
CM-...

1/3

SAM Outillage
10 rue Camille de Rochetaillée
42000 Saint-Etienne - France

RCS Saint-Etienne B 338 002 231 | SAS au capital de 8 189 583 €

https://www.sam-outillage.com/

Photos and texts not contractually binding. Do not litter. Document generated on 2024-04-27 05:59:05



CM-70
Electronic torquemeters for the workshop

CM-...

T
R

O
Q

U
E

 T
IG

H
T

E
N

IN
G

DESCRIPTION
 

Electronic torquemeters for the workshop

PRECISION GUARANTEED: +/- 1% between 5% and 100% of the nominal value.RESOLUTION: 0.01 Nm for a measurement

lower than 100 Nm and 0.10 Nm above that.MULTI-PURPOSE: thanks to its clockwise and anti-clockwise

functioning.UNIVERSAL AND COMFORTABLE: Several measurement units (Nm, ft.lb, kg.cm, in.lb).

Ideal for verifying your torque wrenches before using them. Torquemeters that are easy to use without unnecessary

adjustments to avoid handling errors.Peak measurement modes.LED and aural indication at 100% of the set value.Setting

units: N.m, ft.lb, kg.cm, in.lb.Clockwise and anticlockwise measuring.The 70 and 400 Nm models are one-piece

devices.Supplied with socket, mains adaptor and attachment screws.PRECISION:Precision +/- 1% of the measured value

guaranteed between 5% and 100% of the nominal value.Resolution of 0.01 Nm for a measurement lower than 100 Nm and

0.10 Nm above that.

Ideal for checking your torque wrenches before use.

Easy-to-use torque meters without unnecessary adjustments to prevent handling errors.
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Peak measurement modes.

LED and audible alarms at 100% of the set value.

Units of adjustment: N.m, Ft.lb, Kg.cm, In.lb.

Measure clockwise and counterclockwise.

The 70 and 400 Nm models are monobloc.

Supplied with socket, mains adapter and fixing hardware.

ACCURACY:

Accuracy + or - 1% of the guaranteed measured value between 5% and 100% of the nominal value.

Resolution of 0.01 Nm for a measurement less than 100 Nm and 0.10 Nm beyond.

SPECIFIC DATA
 

   Designation    TORQUE 3.5 MEMORY TO 70 NM

   Sales reference    CM-70

   Weight (kg)    5.3

   Capacity (Nm)    13.5 - 70

   Dimensions 6-point drive    6-flat male 10 mm

   Guarantee    M

Guarantee applied

M1 | SAM Equipment and Machine Guarantee:
Guarantee for a limited period, covering technical tools, devices and machines used under normal conditions. The length is given by the
number after the letter M: 1 to 5 years

>> Find out more
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