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DESCRIPTION
 

Torque multipliers

PRECISION GUARANTEED: +/- 4% with the SAM torque multipliers.UTILISATION SAFETY: replaces extensions and

handmade long levers.IMPOSSIBLE TO OVERSHOOT THE TORQUE VALUE: thanks to the torque limiting

mechanism.COMPACT: enables use in confined spaces.SAFETY: supplied with a fulcrum system for safety.

Ideal for tightening and loosening very high torque values.Constant x5 multiplication factor.Supplied with a bar and a second

fulcrum point to have the best possible stressing of the torque multiplier. Supplied in a box to facilitate your jobs on the

move.Refer to the D18 dynamometry catalogue to familiarise yourself with the safety measures to be taken when using torque

multipliers.
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Ideal for tightening and loosening very high torque values.Constant multiplication factor of x5.Supplied with a bar and a second

support point for the best possible application of the torque multiplier.Supplied in a box for easy

transport.RECOMMENDATIONS FOR YOUR SAFETYGiven the forces generated, the use of torque multipliers requires

simple, but vital, safety measures:- To be sure of controlling the output force always use a torque wrench. Never use an impact

wrench type tool.- Check that the support point can withstand the output torque value.- Preferably use "impact" sockets locked

with a clip and pin.- Never attempt to exceed the multiplier's indicated maximum value. You would risk breaking the pinions,

with all the dangers caused by the restitution force.

STANDARDS / DIRECTIVES
 

NF ISO 1174-1

SPECIFIC DATA
 

Sales reference Weight

(kg)

D (mm) A (mm) Maximum

output

torque

Nm

Maximum

output

torque

Ft.lb

C min

mm

C max

mm

output

square "

input

square "

Maximum

input

torque

Nm

B (mm) Guarante

e

ML-120 (not

marketed)

7.11 175 108 1200 888 210 210 3/4 1/2" 240 126 M
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ML-300 (not

marketed)

6.4 186 108 2700 1998 210 210 1 3/4 540 128 M

Guarantee applied

M1 | SAM Equipment and Machine Guarantee:
Guarantee for a limited period, covering technical tools, devices and machines used under normal conditions. The length is given by the
number after the letter M: 1 to 5 years

>> Find out more
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